FOR INTERIOR AND EXTERIOR STRAIGHT
SLIDING DOORS

APPLICATION
Top hung straight sliding doors for domestic applications,
schools, hospitals etc.

RANGE

* Maximum door weight 100kg.
* Maximum door height 2.5m.

* Door thickness 20 to 50mm.

DOOR CONSTRUCTION

Timber framed, panelled or glazed with adequate top rail
for secure fixing of hanger. Minimum door thickness
30mm when using floor guide channel.

TRACK

1-22 Extruded aluminium or 1-12 Galvanised steel. Drilled
for 1-100 brackets or soffit fixing. Standard lengths 1.5m,
1.8m, 2.1m, 2.4m and 3m.

TRACK BRACKETS

1-100 Steel, side fixing or 1-105 Extruded aluminium,
open side fixing. 1-007 closed end piece converts 1-105
open bracket to any hand of closed end. 1-105 brackets are
not suitable for use with 1-22 aluminium track.

HANGERS
1-203 Steel construction, 4 nylon wheels, ball bearings
lubricated for life. Vertical and lateral adjustment.

DOOR GUIDE

97-780 Pressed steel and nylon construction. Suitable for
doors up to 1.5m wide, 30 to 45mm thick. Alternative
guides available as shown below.

TRACK END PIECE

1-719 Track End Piece with holdback catch within
top track. Independent door stops should be fitted at
mid-height of door.

FURNITURE

Full range shown on page 3.

FINISHES

Hangers, 1-100 brackets and door stops zinc plated.
Furniture usually satin anodised. Straightaway 100 is also
available in a range of stainless steel components. Details
available on request.

STANDARD PACKSETS

Single door component pack 100-010 Comprising; 1 pair
1-203 nylon wheel hangers, 2 only 1-719 track end pieces,
97-780 no channel door guide, spanner, installation details
and all screws.

SIDE FIXING TRACK BRACKET PACKS

1-005 for track lengths 1.5m, 1.8m, or 2.1m.

1-008 for track lengths 2.4m or 3.0m.

Comprising 5 or 8 1-100 brackets with fixing screws.

STANDARD TRACKSETS

Straightaway 100 is supplied in both tracksets and
component form. Standard Tracksets are as follows:
SET 1-218 — for single door width up to 950mm.

SET 1-224 — for single door width up to 1250mm
Contents per set: Top Track, 2 nylon wheel hangers,

2 track end pieces, 5 brackets (8 in 1-224), door guide,
spanner, all screws and installation details.
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